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WATERSEAL CONCRETE 
ROOF TILE 



Oj^-n;|I[]HE stability, permanence, and strength of con- 
nr>~i[g Crete is admired and valued by everyone, arid in 
J. ff§] applyii^g its use to the manufacture of Waterseal 
f ^rJ-J Concrete Roof Tile the inventor has made a 
valuable contribution to the art of building. 
The roof is the first- essential of a building, the one thing 
above all which gives it character, emphasizes its. beauty and 
measures its value. A poor. roof rnakes a poor looking build- 
ing. A beautiful durable roof adds more real value to a struc- 
ture thali anything else. 

Waterseal Concrete Roof Tile will last indefinitely. It is 
waterproof, fireproof, unaffected by weather conditions, and, 
owing to its remarkable mechanical construction, its perma- 
nence and beauty of color, it is a valuable asset to any 
property, old or new. Like all concrete its strength increases 
with a;ge, and the test of time has proven its supremacy in 
localities where extreme heat and cold predominate. 

4 

WatersealTile Roof's can be constructed to harmonize in de- 
sign and color with any building as it is architecturally correct. 
It wilLadd in appearance and value to houses, factories, stores, 
private and public garages, etc. Concrete Tile Roofs have 
' been on houses in Euj^ope for over eighty years, and in the 
United States fifteen years, thereby establishing these facts. 
All ^uts shown in this brochure are from actual photographs 
taken in the yic-inity of New York City and Boston, Massa- 
chusetts. 
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HOUSE AT PEARL ROAD, NAHANT, MASS. 



Fireproo/ — Waterseal Concrete Tile Roofs are, of course, 
fireproof and lightning-proof, and, therefore, reduce the cost 
of insurance. In some localities the use of roofing materials 
which are not fireproof are prohibited. 

Waterf)roof— Strenuous tests in laboratories and practical 
tests over a period of fifteen years in America and over eighty 
years in Europe's most severe climates have proven that Water- 
seal Concrete Roof Tile is absolutely water and weather-proof. 
The patented interlocking arrangement and the method of 
manufacturing absolutely insures this essential feature. 

Strength— A Waterseal Roof will bear a live load of many 
hundred pounds, and workmen can walk over it without 
danger of breakage. In case, however, one piece should ac- 
cidentally become broken, it can be easily replaced, for the 
tile are not nailed to the roof. 
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Morris Coimly Siirrogote's Office 

WILLIAM H. THOMPSON SURHoaATE 

Vj:* Otto WaltGr, mobkistoun, n. j Ji^arch 10th, 1928, 

.i^SSl Broad Stroot, 
IT9"/ar>:, IIov/ Jarsoy* 
:'y dear r:r. V73ltar :- 

Tha oonorote tilo roof that you put on my 
reGirignce #37 Rid dale Avenue, ^'orris^o-m, New Jersey, iu 
?e)jrujary, 191 7-, has given perfect satisfaction. 

For the laat five years this section has 
been visited by several severe rain and snw: storms but T have 
yat to notice a drop of water on the attic floor, 

This roof has giVen perfect g.atl'sfaction 
:7ithout a "penny expense for repairs and if I ever have oc- 
casion to build. ae:ain I will surely have the same kind of roof- 
ing, , Ye-cy truly ycr.irs, 

Vfilliam H, Thompscrni 




SUrr^irja-ta- 



W. W. LICHTY 

VETERINARIAN 
WOODSTOCK. ILLINOIS 

March - fi - 1022 



Mr. Otto Walter, 
Newark, N. J, 
Dear Sir:- 

Your letter reoleved, aeklng If the tile roof 
on ny house had given B&tlsfaotlon. I iUll eay that It 
can't be beat.' It hae been on now nearly ten yeare, and 
I have not had. a bit of trouble with it, I dont know that 
I have a roof. 

I know that there le no .better roof r*de than cement 
tile, and the' time Is comlng'WW niore of It will be U6ed. 
Yours- 




Permanency — The above letters from owners of houses having 
Waterseal Concrete Tile Roofs recommend their use most highly. 
Waterseal Concrete Tile Roofs are past the experimental stage and 
represent the -greatest economy and height of perfection in roofing 
materials,of this class. The units are larger, the interlocking device 
better and the tile more _ permanent than any roofing material ever 
offered to the public. 

Cohr — The color is permanent, because in the process of manu- 
facture the highest test, pure, insoluble, weatherproof, dry color, 
mixed with cement and reground in a ball mill, is applied directly 
onto the wet concrete and troweled into it. There is, therefore., no- 
possibility for the color to peel, craze or crack ; it is a solid mass of 
concrete. "Waterseal" once on can be forgotten as the first cost is 
the last. It never requires painting or any of the usual roof repairs. 
Year 'after year it gives you one hundred percent (ioo%) service and 
satisfaction. Architects specify "Waterseal" because of its beautiful* 
shades, tones acid interesting shadow lines. 

Re -roofing — Waterseal is exceptionally well adapted for re-roofing, 
and can be .applied to any type of building directly over the old sur- 
face. Additional bracing is seldom necessary as the average building 
is constructed to carry a roof of this weight. 
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HOUSE AT NEWTONVILLE AVE., OFF CENTRE ST.. NEWTON, MASS. 



"Waterseal" has proven its superiority as a roofing material. 
There are no nails to rust or to be drawn out by the frost. It is held 
firmly in place by cleats, a part of the tile itself, and these cleats hold ' | 
firmly to the wooden strips. Vibration or settlement of a building 
cannot dislodge them. Moisture cannot enter under them to rot or 
rust the wood or other material beneath. Flames will not warp, dis- 
tort or crumble, and ample allowance for contraction and expansion 
is provided for in the interlocking arrangement. 

"Waterseal" is well adapted to group building as it can be fur- 
nished in many colors and shades, thereby eliminating the objection 
to the "real estate row" seen in many cities. Often two or three 
shades of the same color are used on the one roof presenting a pleas- 
ing appearance. Special colors can be obtained if desired. 

"Waterseal" is made from a rich mixture of well graded, washed 
sand and Portland Cement; it is properly cured as prescribed by the 
American Concrete Institute, thus insuring a perfect product, and all 
alike as to strength and color. 

"Waterseal" roofs are laid by our own trained mechanics who 
take personal pride in the appearance of the completed work. Every 
tile is subjected to rigid inspection before it leaves the factory, and each 
roof is inspected during its construction by an efficient engineer. 

RE-ROOF FOR THE LAST TIME WITH "WATERSEAL" 
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C-I— Ridge Starlet- 
F-i — Gable Starter Tile 
B-2 — j-Way Final Finisher 



D—l-Ii}? and Ridge Roll 
A—'Watersear^ the Perfect Tile 
E-^-Hiji Starter 
G—Half Tile 



C-2 — Ridge Finisher 
F-2 — Gable Finisher Tile 
B-i — 3~\Vay Final Starter 



The above cuts show the clifferent shapes required for a complete roof, all of which are made and 
cured by the same process. 

Waterseal tile v/eigh about y}2 pounds to a square foot. Only 120 tile are required to cover an area 
of ICO sc|uare feet, whereas about 900 shingles are required to cover the same area. When using 
'^WaterseaF tile you can forget your roof, for it lasts as long as the foundation that carries the building. 
It is made of concrete. 

Go-operation with Architects, Builders and Home Owners is our pleasure. 
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HOUSES AT NEW ROCHELLE. N. Y., STAMFORD, CONN., AND NEW BRUNSWICK, N.J. 

When you need a new roof consider our staff at your disposal without the slightest obligation 




Rooi sft,dion sVtowinq starter \M in place 
and ilashinq d\onq dormer fir\d chimney. 




A Lei'Jt 5j»ce be+weert front of 
ti\e t mftulding to prevent wafer 
from (Jiicolorinq woodwork 
6 Nai\ sVips(mi(\imijii\tKicKiiesip 
e(]ua\ dt^\ahce^ not 1o exceed 
11(1. across tKe rool 
C fasten a (urr'ifiq ^tnp to 
ndqe to ^ypport ridqe rott 
bring titt iqjmst this 
m cemcnl 



Place d 2V2"iVnp 
dtonq eaves 
L Make moulding ilosVi 

wttti tilt and D 
F Lead flasKinq and 

copper ^vdtW^s 
G Tarred Felt 



Inter locKmcj .cut off tile 




Closed valW-^ sectic 




Valley sechoo 



Tar f^per. 



A,Leave spBcc between tt>« front of 
tilt and moulding dboui ^"for drip 
B Make mooldmq flush wilti tile and C 
C Plate a strip at end of rafter 
D Nail ^nps distances not to exceed 
I Tarred felt 

r Lathe for holding felt m place ' 
(3 r*4' lov holding rid<j« roll " 




*5ectipn 5howin£) head lock 
of tile and ndqe detail 
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Recommended Construction 

for roofs of 

Waterseal Concrete Roof Tile 
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Separate sheets'bf the above drawing and samples of "Waterseal" Concrete Tile may he obtained 

upon request. 
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